Ti. Mechanical Seal Specification

Determlne the best seallng solution for your applications.

Suitable for Grundfos Pumps

TIB-76F
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Mechanical seal model TIB-76F is widely used for Operating Conditions

GRUNDFOS-PUMP.
e Temperature : -40° ~ 180°

They are suitable for use in Grundfos pumps : JP, Ch8, * Pressure : <1.7 mPa

Ch12, CRK (1) 2, CRK (1) 4 series. SPK1, SPK2, SPK4, * Speed: <15 m/sec
SPKS8 series. Cr2, Cr4, CRN2, Ch4, LM, CM series.

Standard Materials

e Rotary ring : Carbon / SIC / TC.

e Stationary ring : Carbon / SIC / TC.
Bellow : EPDM / VITON.

Spring : SS304 / SS316.

e Metal parts : SS304 / SS316.

Dimensional Data (mm.)

D1 D3 D7 L3 L4
12 29 23 40 7.5
16 34 27 38,6 11.5
22 43 37 37 16

Thai Industrial Business Company Limited

Tel. - +86 (0) 65 265 4555 (Hatling), +66 (0) 2 180 6456 www.tibflow.com
E-mall - sales@tibflow com Copyright © Thai Industrial Business Go Ltd. All rights reserved.



